Labelling Procedures

3.9  Mixed media
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3.9 Mixed media


	Software package

Kit

Video with audio


	Label applied


	Content
	Size
	Production method and composition
	Location

	Box item barcode/accession label

	LIBRARY OF CONGRESS
Acquisition   

   source/method

Date of receipt

PIN (symbology and 

   eye-legible 

   barcode)


	½” W x 1“H


	Thermal transfer

Preservation spec 

700-711
	Back cover of box, 
upper right

	Component item barcode label
	LIBRARY OF CONGRESS
PIN (unique)


	1½” W x ¾” H
	Thermal transfer

Preservation spec 

700-711 to 700-714
	Barcode only those 

   formats which are 

   deemed at risk. See 

   individual format for   

   placement of 
barcode.



	Lasermark (if component material is CD, CD-R, CD-ROM, or audio/ video cassette)


	LIBRARY OF CONGRESS
Eye-legible PIN

Acquisition source/

    method


	Variable
	Lasermarking machine
	See individual format 
for placement of  


lasermark.

	Box call number label
	Assignment

Classification

Cutter number

Enumeration

Chronology

Copy number 


	1”W x 1½” H
	Thermal transfer

Preservation spec 700-711
	Spine, bottom

OR

Front cover, upper left corner



 Because the item is issued in some type of container and the contents are housed and served together in that container, the primary barcode is affixed to the container.

Box 


call number label





Spine and front of software box





Front of container





1 Floppies inside a package are not generally in containers





3.9  Mixed media





Box


call number label (secondary location)








Box item barcode/ accession label





CD-ROM





Spine and back of software box








Floppy disk 1





Lasermark





Container item barcode label





Lasermark
















64



